




3.5.5.5 Restore Configuration
            When the system’s configuration file is destroyed, lost or changed incorrectly, you can use this  
            function to restore the configuration file you saved previously. You need to designate the file  
            location of the configuration file and click the “Restore” key only.

3.5.5.6 Factory Reset
            By entering the factory default page, you can reset the system configuration file to the factory  
            default. Once a decision is made to reset to the factory default, all system settings, including  
            users and network, etc. will be lost.

3.5.6 Log File
Login records include: Five items: “Samba Log File”, “FTP Log File”, “DHCP Server Log File”, “System 
Log File” and “Administrator Log File”.

3.5.6.1 Samba Log File
            Can display all system related records.
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3.5.6.2 FTP Log File
            Can display all related log files connected through FTP. If you do not initiated the FTP function,  
            no information will be displayed.

3.5.6.3 DHCP Server Log File
            Can display all DHCP related log files. If you do not initiated the DHCP function, no information  
            will be displayed.

3.5.6.4 System Log File
            Can display all system related records.

3.5.6.5 Administrator Log File
            Can display all records relating to the “Administrator”.

3.6 Personal Information

“User Account” is the only option in this item. In the user account page, you can change the password 
of “admin” and displayed language. In addition, “Share List”, “System Disk Quota” and “Percentage of 
Used Disk Capacity” will also be displayed.
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3.7 Software Update&TorrentFlux (SL3620-2S-LB2)

1. To use the BT option on SL3620-2S-LB2, you must perform the procedures of Software Update first.  
    Click the control panel, maintenance and software update to bring up the screen below and then  
    select the source of the file for updating (you can download the latest software version onto your PC  
    and designate a correct file path to update the software).

2. The screen of ongoing software update is as follows: Once the software is updated, the system will  
    restart. Input the account and password again to enter the system setting screen.

3. Click the control panel and network server and you will find that the TorrentFlux option is added. Click  
    TorrentFlux to bring up the screen below, press Save and then click Link to bt.
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4. Click Link to bit to bring up the screen below. Input the account and password and press Login.
                                                                     Account: mysql
	                                                                Password: 123456

5. After this screen appears, you can start to use the TorrentFlux function to upload and download BT  
    files.
    Select a Torrent for upload: Select a seed to be uploaded.
    URL for the Torrent File: Address of the seed
    Torrent Search: Search seeds from the browser
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3.8 Operation Methods for Change and Search of the IP Address 
      of SL3610/20-2S-LB2

1. To change the IP address of SL3610-2S-LB2, press the “ENT” key on the panel and then press the   
    “Down” key on the right of the LED, press the “ENT” key after “System Setup” appears to bring up  
    “Input Password” and there will be 8 0s on the screen. Press the “ENT” key 8 times continuously to  
    bring up “Network Setup”. Press the “ENT” key again, move the cursor to the “No” position (use the  
    up/down key”, press the “ENT” key again and you can use the up/down key and the “ENT” key  
    to input the IP address you want to change. Then, start the machine, connect the network wire and  
    SL3610-2S-LB2 and then restart to finish the setting.
2. Search the IP address of SL3610-2S-LB2, press the “ENT” key on the lower panel and then the  
    “Down” key on the right of the LCD to bring up “Network Info”, press the “ENT” key again and you will  
    see the address and status of the present IP on the LCD screen.
3. As to the IP address of SL3610/20-2S-LB2, you can refer to Steps A and B in the use method of  
    Appendix A Setup Util.exe to find out the IP address of the present SL3610/20-2S-LB2. To change the  
    IP address, refer to basic setting of Step 3.4.

3.9 Logout

Click “Logout” to log out the system directly.

Appendix A Use Method of Setup Util.exe.
1. Change System Information via Software (For Windows)

In addition to changing system information through Web GUI, (e.g. IP address and time, etc.), you can 
change these system information by running “SetupUtil.exe”, which is described as follows:

1.1 Please run “Setup Util.exe” and click “Setup”.
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1.2 Click “Setup” and the setting software will detect automatically and present the following result  
      screen. In case multiple SL3620-2S-LB2s are installed over the network, the blank on the left will  
      display all devices detected.

In this screen, you can learn related IP address of the present server. To change such information of the 
server as related IP address, etc, select the name of the server first and then click “OK”.

       Notice : If you need to install more than 2 SL3610/20-2S-LB2s at one time, change the host name and IP address  
                     of the first SL3610/20-2S-LB2 after installation and setting and then power on the another one to set so as  
                     to avoid system confusion or IP conflict due to simultaneous setting and reduce the possibility of setting  
                     errors.

1.3 After you click “OK” and change the system setting, the system will require you to input the  
      administrator password. The preset password is “admin”. If you have changed the password, input  
      the new password.
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1.4 After entering the setting screen, connect the network wire to your host and SL3610/20-2S-LB2, click  
      Set IP configuration mai to input the IP address (the default IP of SL3610/20-2S-LB2 is 192.168.1.1)  
      or click “obtain an IP address” to obtain the IP address from the server after connecting 
      SL3610/20-2S-LB2 to the network.

1.5 Once the setting is complete, click “Next” and the system will require you to set the date and time.  
      You can choose to correct the time through the NTP server.
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1.6 After setting the date and time, click “Next” and the system will display the confirmation screen. 
      If related information is correct, click “Save”.

1.7 After you click “Save”, the system will again ask you if you are sure to change the setting. If so, click  
      “OK”. If you do not want to change, click “Cancel”.

1.8 Setting is completed. Once the system is reset, it will jump back to the beginning screen. To change  
      other servers, repeat the above procedures. If you have finished setting, click “Exit”. It takes about 2  
      minutes to start SL3610/20-2S-LB2 after power on. Before the startup is completed, the system will  
      be unable to find SL3610/20-2S-LB2. In case multiple SL3620-2S-LB2s are installed over the  
      network, the blank on the left will display all devices detected.

       Notice : When SL3610/20-2S-LB2 is connected to the network, the system will obtain the IP address automatically  
                     through the DHCP server. In case that the IP address cannot be obtained through the DHCP server,  
                     SL3610/20-2S-LB2 will initiate its own DHCP function to become the DHCP server. Confirm the IP  
                     address of SL3610/20-2S-LB2 (by default, 192.168.1.1) first and then set the PC to the same LAN to enter  
                     the system login screen.
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Appendix B Frequently Asked Questions
1. Unable to detect SL3610/20-2S-LB2 on the setting software?
A . 1) Make sure that SL3610/20-2S-LB2 and the RJ-45 network on the PC are connected to the switch  
         and the power is turned on.
     2)  It takes about 2 minutes 2 minutes to start SL3610/20-2S-LB2 after power on. Before the startup is  
         completed, the system will be unable to find SL3610/20-2S-LB2.
     3)  Check if related IP addresses are in conflict. In case of conflicts, change the IP address.
     4) Press “Reset” at the rear of SL3610/20-2S-S2 and allow the system to restart and run the setting  
         software.

2. Unable to access SL3610/20-2S-LB2?
A . 1) Check whether the network connection is normal.
     2)  Check SL3610/20-2S-LB2 for abnormal light.
     3)  Restart SL3610/20-2S-LB2.

3. Unable to access the folder?
A . 1) Confirm whether the account and password are correct.
     2)  If you have logged in any folder, when you want to use another account and password to log in  
         other folders, log out your operating system first and then log in again.

4. Unable to use SL3610/20-2S-LB2 normally after replacing the hard disk?
A . The system configuration file of SL3610/20-2S-LB2 is stored in the hard disk and does not support  
     the hot swap function. If you need to replace the hard disk, be sure to shut down the system  
     normally and turn off the power before removal. If you remove the hard disk when the power is  
     on or the system is not fully shut down, it will result in system confusion or cause you unable to use  
     SL3610/20-2S-LB2 normally. The originally stored data may be destroyed. If you remove the hard  
     disk without turning off the power and shutting down the computer, turn off the power first. If you can  
     use SL3610/20-2S-LB2 normally after placing the original hard disk into the original position, replace  
     the hard disk once again after shutdown; if you cannot use SL3610/20-2S-LB2 normally, it means  
     that the original default value has been damaged and you need to install and set SL3610/20-2S-LB2  
     again.

5. How to know the IP address of SL3610/20-2S-LB2 and set upon initial  
    installation under the Mac or Linux System?
A . Under the Mac or Linux system, no query about the IP address of SL3610/20-2S-LB2 through the IP  
     setting software can be done, because it is impossible to run the “.exe” file . In this case, it is  
     necessary to set SL3610/20-2S-LB2 and the host to the same LAN through the independent LAN  
     mode and the default IP address, 192.168.1.1 of SL3610/20-2S-LB2 for the login setting. For related  
     setting methods, refer to the following procedures:
     1)  Connect SL3610/20-2S-LB2, the host and switch and turn on the power. (Note: make sure there is  
         no other network wire connected to the switch in the meantime)
     2)  Set the IP address of the host to 192.168.1.x, in which x must not be 1
     3)  Open the browser and input the IP address: 192.168.1.1 and you will see the login screen.

6. Why the error window cannot be displayed on the administrator computer after  
    setting Pop-Up Notification.
A . When setting the Pop-Up Notification function, fill in the host name of the administrator computer,  
     enter the “Service” option in “Computer Management” and enable the “Alerter” and “Messenger”  
     functions.
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7. Why the mails cannot be received after setting the “mail notification” function?
A . Make sure that your mail host is in the same LAN without the need for passing through the router.  
     If your mail host is installed on ISP or needs to be connected via router, you will be unable to use this  
     function.
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